





& DUCLEAN

Powerful Absorption Force, Easy to Move

1 USE Collecting CHIP in processing metal,
eliminating dust of fiber, eliminating foreign
material of floor of factory, timber mill,

all kinds of industrial fields

SP-6000R I CHARACTERISTIC

» Constancy of wind quantity and pressure without pulsation

* High wind pressure obtainable with low power

* Various kinds of models selectable according to change of
working environment

» Continual operating available for 24hours

* Dust collectortank separable

Separated dust box

Multi-phase TURBO BLOWER(T) RING BLOWER(R)

Product Power MOTOR Vacuum level Noise Weight SIZE Output  Materials
SP-3000R( 3P) | 220V/380V/440V(gPToN | 2.2KJfs 21 6kPa 76dB | 110Kg = 600x960x1110 = 4MMIN = SUS
SP-5000R( 3p)  220V/380V/440V(cpmoN - 3.7KJfs 24 5kPa 78dB | 150Kg 600x1180x1060 55MYMIN = SUS
SP-6000R( 3P) | 220V/380V/440V( PN 4.4KJfs 32 4kPa 78dB | 155Kg  600x1180x 1160 62M°/MIN = SUS

380V/A4OV[ R ON | 5.5KJ/s 27 5kPa 90dB | 235Kg 690x1220x1400 8MYMIN | SUS
!

Using this attached in case of need

for powerful absorption

Showing excellent function of absorption

with huge capacity and wind quantity

The way of driving directly connected with belt

SP-7500T( 3P) | 220
SP-10000T(3pP) | 20VBBVAM opmoN 75K)s — 294kPa  900B  245Kg | 690x1220x1400 8 7MYMIN | SUS
SP-15000T(3p)  220V/380V/40Vopmod | 11K)s  343kPa  950B  270Kg 690x1420x1550 95MYMIN  SUS

o This Specification shall be changeable without notice in order to improve capability.,





