
Cleaning booth クリーニングブース

It is designed for cleaning a plastic parts 
especially before painting process for better 
quality and reduce NG parts.
本製品はプラスチックパーツ、特に塗装前のパーツの清掃

にご使⽤いただくことで品質を改善したり不良品を削減する

ために設計されています。

Special Features 特別特徴

● Air recirculate inside the unit.  Result in 
energy saving for air supply unit. ユニット内で空

気循環を起こし、空気供給ユニットにおけるエネルギーを

節減する。

● The unit is movable to use anywhere inside a 
painting room. 本ユニットは可動式のため、塗装室内

のどこでもご使⽤いただくことができます。

CB Series (CB シリーズ) 
Cleaning Booth - Air Blow before painting process
クリーニングブース - 塗装する前にパースを清掃

Work of Cleaning booth クリーニングブースの機能
(No.3).The application is absorb an air blow from the 
fan througt the coarse filter
左図③のフィルターはファンによる送⽤を⽤の粗いフィルターを通し
て吸引する⽤途を持ちます。

(No.5) The fine filters is deeper sieve a dust from a fan 
to make a cleaner air
左図⑤のフィルターはファンから送られた埃をより深くこし取ること
で、より清浄な空気を作るためのものです。

How CB1 and CB-2 works 
CB-1とCB-3の仕組み
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Cleaning booth クリーニングブース

It is designed for cleaning a plastic parts 
especially before painting process for better 
quality and reduce NG parts.
この機械は塗装する前にパースを掃除、良質とミスを減

収するため設計される

Special Features 特別特徴

● Air recirculate inside the unit.  Result in 
energy saving for air supply unit.

● The unit is movable to use anywhere inside 
a painting room

 



 How CB-3 works 
  CB-3の仕組み

Specification Sheet
仕様書

Model CB-1 CB-2 CB-3

Dimensions 1000x800x2200 mm. 1000x1600x2200 mm. 1500x2800x1945 mm.

Electrical Power 220V/1P/50 Hz   or   220,380V/3P/50Hz 380V/3P/50Hz 

Air Flow 1000 m³/h 2000 m³/h 7865 m³/h

Blower Centrifugal Backward Dia 12’’/1 set Centrifugal Backward Dia 12’’/2 set
Centrifugal module backward-curved, 

single-intake with support bracket
Size 450 mm. With motor 5.22 kW/1 setMotor

1.5 kW, IP 55/ 1 set
(Flange mount for 3P motor)

1.5 kW, IP 55/ 2 set
(Flange mount for 3P motor)

1.5 kW, IP 20/ 1 set
(Flange mount for 1P motor)

1.5 kW, IP 20/ 2 set
(Flange mount for 1P motor)

Pre Filter Synthetic fiber (EU-3 class)
Size : 345 x 590 x 48 mm./1 set

Synthetic fiber (EU-3 class)
Size : 745 x 590 x 48 mm./2 set

Medium Filter 
Size 592x592x96mm./8 set

Fine Filter Medium Filter (Box type)
Size : 610 x 610 x 292 mm./1 set

Medium Filter (Box type)
Size : 610 x 610 x 292 mm./2 set

V-Bank Filter
Size 592x592x292mm./4 set

Lighting Fluorescent 2 x 18 Watt
(Dust proof) IP65/1 set

Fluorescent 2 x 18 Watt
(Dust proof) IP65/2 set -

Caster Polyurethane caster Dia 4 inch -

Weight (Kg) 85 152 -
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CB Series (CB シリーズ) 
Cleaning Booth - Air Blow before painting process
クリーニングブース - 塗装する前にパースを清掃


